ALUMINUM ROLL JACKETING (CLADDING)

DESCRIPTION

COMPOSITION

COMPLIANCE TO STANDARDS

RECOMMENDED USES

LIMITATIONS IN USE

COMMITTED TO QUALITY COMMITTED TO YOU



ALUMINUM ROLL JACKETING (CLADDING)

POLYFILM MOISTURE BARRIER

EMITTANCE

SURFACE FINISHES

SMOOTH FINISH OR THE PLAIN MILL FINISH

STUCCO EMBOSSED FINISH

COMMITTED TO QUALITY COMMITTED TO YOU



ALUMINUM ROLL JACKETING (CLADDING)

3/16” CORRUGATED FINISH

FLAMMABILITY
<8 0.016 (in) (0.41(mm) 0.016 (in) (0.41(mm)
Over 8 thru 11 0.016 (in) (0.41(mm) 0.020 (in) (0.51(mm)
Over 11 thru 24 0.016(in) (0.41(mm) 0.024 (in) (0.61(mm)
Over 24 thru 36 0.020 (in) (0.51(mm) 0.032 (in) (0.81(mm)
>36 0.024 (in) (0.61(mm) 0.040 (in) (1.01(mm)

COMMITTED TO QUALITY COMMITTED TO YOU



